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DESCRIPTION 
 
From Eidos Works innovation comes the new EVTM-65-L, a briquetting system of high 
performance in the most compact structure of the market. With a high capacity hopper 
and a feeding screw able to process various types of materials, it reaches important 
production levels. Fully automatic, it is able to recover 
most of the residual refrigerating oils and greatly  
reduce the chip overall volume. 

TOTAL POWER 5,5 kW 

BRIQUETTE DIAMETER 65 mm 

STEEL CAPACITY 100-120 kg/h 

ALUMINUM CAPACITY 60-70 kg/h 

DIMENSIONS (WxDxH) 1030x1508x1820mm 

HOPPER VOLUME 150 liters 

OIL TANK 100 liters 

TECHNICAL SPECIFICATIONS 

EIDOSWORKS 



SLUDGECOMPACT 
EVTM-45-L 

SUPERCOMPACT 
EVTM-55-L 

EIDOS WORKS BRIQUETTING SYTEMS 

The intent to innovate the production process of a mechanical component was the guide 
line in the development of EVTM series briquetting machines. A technology able to 
simplify the recovery of the machining scrap, to increase their economic value and to 
save money. 
 
EVTM series is studied for the compaction of steel, cast iron, aluminum, copper, brass, 
bronze, titanium and grinding sludge. 

ADVANTAGES OF COMPACTION 

 Reduction of overall volume of scrap up to 85%. 

 Increase of the economic value of scrap. 

 Reduction of time in managing scrap. 

 Recovery of lubricating oils from scrap. 

 Reduction of the environmental impact. 

 Increase of the cleaning of workshop. 

DESCRIPTION 
 
EVTM-55-L is a compact briquetting machine which encloses all components into a 
single chassis. It is specially designed to be placed nearby the tool machine, and 
positioned under the chip conveyor belt. 
EVTM-55-L is provided with devices which allow it to operate in fully automatic mode. 
Moreover, the wheels and the handle, that make it unique,  
allow easy movements inside the workshop 
according to the production needs. 

TOTAL POWER 3,3 kW 

BRIQUETTE DIAMETER 55 mm 

STEEL CAPACITY 50-70 kg/h 

ALUMINUM CAPACITY 30-40 kg/h 

DIMENSIONS (WxDxH) 682x1578x1600mm 

HOPPER VOLUME 50 liters 

OIL TANK 50 liters 

TECHNICAL SPECIFICATIONS 

DESCRIPTION 
 
EVTM-45-L briquetting press is a machine designed for the compaction and 
enhancement of scrap which requires a high efficiency liquid extraction process. It is 
particularly suited for the compaction of grinding sludge. 
EVTM-45-L is provided with a suction device which allows to recover the oil ejected 
during compaction phase, obtaining the lowest possible percentage of residual oil in 
the final briquette. The compacted material ceases 
to be considered as special waste and becomes 
raw material for smelting furnaces. 

TOTAL POWER 3,3 kW 

BRIQUETTE DIAMETER 45 mm 

SLUDGE CAPACITY 20-30 kg/h 

DIMENSIONS (WxDxH) 682x1578x1600mm 

HOPPER VOLUME 50 liters 

OIL TANK 50 liters 

TECHNICAL SPECIFICATIONS 
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